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PRODUCT DESCRIPTION  

   
 

IMPORTANT INSTRUCTIONS BEFORE USE 

• Read and follow SDS, TDS and label instructions. 

• Shake can thoroughly before use. 

• Always use the same batch number on the same job. 

• Check colour & sheen. Paintman Paint will not accept any discrepancies arising after use. 

• If in any doubt contact Paintman Paint Technical Department on +441777 710100. 

   

 

MAXIMUM VOC CONTENT (RFU) 

0.7kgs/ltr 

   

 

PACKAGING 

Aerosol 

   

 

GENERAL INFORMATION 

FLASHPOINT 
STORAGE 
SHELF LIFE 

-42°C 
Store between 5°C - 25°C. When not in use, cans must be kept sealed 
12 months from delivery date in original unused containers 

  

 

CLEANING 

Ensure surfaces to be coated are dry and must be cleaned using the appropriate PAINTMAN PAINT 
product to remove all traces of contaminants.  
 
PAINTMAN PAINT produce a full range of preparatory cleaners suitable for the cleaning process.  
 
Please refer to our website for Methods of Use article Prep-Cleaning Techniques and then select 
Preparatory Cleaners from the Product Guide. 

  

 

SURFACE PREPARATION 

Please refer to Methods of Use for details on Surface Preparation. 

This information relates only to the specific material designated and may not be valid for such material used in combination with any other 
materials or in any process. Such information is to the best of Paintman Paint’s knowledge and belief accurate and reliable as of the date 
indicated. However, no representation, warranty or guarantee is made as to its accuracy, reliability or completeness. It is the user's responsibility 
to satisfy themselves as to the suitability and completeness of such information for their own particular use. For professional use only. 
 


